40° PULPWOOD FLAT KIT 4042

PROTOTYPE HISTORY

THESE CARS WERE USED TO CARRY PULPWOOD (SMALL DIAMETER LOGS OF NO OTHER COMMERCIAL VALUE THAT ARE
USED TO MAKE PAPER. THEY WERE CONVERTED FROM OLD FLATCARS BY THE ACL, SEABOARD, SOUTHERN AND MANY
OTHER ROADS THAT HAD LOGGING OPERATIONS AND PAPER MILLS IN THEIR TERRITORIES. A SLOPED STEEL DECK WAS
USED TO TILT THE LOGS INTO THE CENTER AND THE END BULKHEADS CONTAINED THEM. THIS CAR MODELS AN ACL
SERIES THAT WAS CONVERTED IN THE LATE 40'S AND EARLY 50'S. THE EARLY CARS HAD THE WHITE VISIBILITY STRIPS,
THE LATER ONES DID NOT. ALL HAD AB BRAKES. MANY SIMILAR CARS CONVERTED BY OTHER ROADS RETAINED THEIR K
BRAKES AS THESE CARS WERE OFTEN IN DEDICATED ONLINE SERVICE AND AS SUCH DID NOT HAVE TO MEET INTER-
CHANGE REQUIREMENTS. CARS SIMILAR TO THESE WERE USED FROM THE 1930’S UP UNTIL THE PRESENT TIME. THEY
ARE USUALLY OPERATED IN DEDICATED STRINGS, BUT COULD SHOW UP ANYWHERE FOREST WAS BEING CLEARED. THEY
HAVE BEEN MOSTLY REPLACED BY WOODCHIP CARS AS MORE AND MORE OPERATIONS CONVERT THE LOGS TO CHIPS AT
THE SOURCE.

BASIC ASSEMBLY

NOTE ONE END OF THE DECK IS LABELED “B". THIS
WILL BE REFERRED TO DURING ASSEMBLY.

1. FILE GATE SCAR AND PARTING LINES FROM END OF
DECK.

2. CEMENT ENDBEAM B-1 TO A END OF DECK.

3. CEMENT ENDBEAM B-2 TO B END OF DECK.

4. CEMENT COUPLER POCKETS C-1 TO DECK.

5. CEMENT BODY BOLSTERS B-4 TO DECK. NOTE
RAISED LOCATORS THAT FIT INTO THE NOTCH IN THE
BOLSTER.

6. CEMENT SPACERS B-7 TO FISHBELLY B-5.

7. CEMENT FISHBELLY B-6 TO SPACERS.

8. CEMENT CROSS SILL B-8 TO FRAME.

9. CEMENT CROSS SILL B-9 TO FRAME.

10. CEMENT CROSS SILL B-10 TO FRAME.

11. CEMENT CROSS SILL B-11 TO FRAME.

12. CEMENT BRACKET C-2 TO FISHBELLY.

13. CEMENT LEVER C-3 TO SLOT AS SHOWN.

14. CEMENT LEVER C-4 TO SLOT AS SHOWN.

15. CEMENT LEVER C-7 TO SLOT AS SHOWN. 4
16. IF USING K-BRAKE INSTALL C-5 & C-6 AS SHOWN. IF ey
USING AB SYSTEM INSTALL CYLINDER SHOWN.
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AB BRAKE LAYOUT

THE RESERVOIR 1S MOUNTED USING AN
EXTRA CROSSBEARER AB-21. THE TRIPLE
VALVE IS MOUNTED ON AB-20. ON SOME
LATER CARS THE TRIPLE VALVE IS
MOUNTED NEXT TO THE RESERVOIR.







