




BUILD THE PULPWOOD CAR AS PER DIRECTIONS. DO NOT INSTALL
THE VERTICAL GRABIRONS.
TRIM OFF THE TOP TWO PAIRS OF RIVETS OVER THE BOLSTERS TO
ALLOW THE SIDE CHANNELS TO SIT FLUSH.
REMOVE THE SIDES FROM THE RUNNERS AND FILE OR SCRAPE THE
TOP SMOOTH. REMOVE THE SUCKERS ON THE ENDS OF THE RIBS.
TEST FIT THE SIDE. THE GAP BETWEEN THE BOTTOM AND THE FLOOR
SHOULD BE 1/16”. GLUE IN PLACE. REPEAT FOR THE OTHER SIDE.
POSITION A HORIZONTAL GRABIRON AT EACH END. IT SHOULD LINE UP
WITH THE END GRABIRON. IT IS EASIER IF YOU DRILL A SMALL INDENT
WITH A #80 DRILL AT EACH END OF THE GRAB. DO NOT GO ALL THE
WAY THROUGH. GLUE IN PLACE WITH SUPER GLUE.

BOTH THE ACL AND THE SCL CONVERTED PULPWOOD CARS INTO
STUMP CARS. THESE WERE USED TO HAUL STUMPS AND OTHER
DEBRIS FROM LOGGING SITES. THE CONVERSION WAS DONE SIMPLY
BY USING STEEL PLATES WITH A PAIR OF ANGLES REINFORCING THE
TOP EDGE AND CHANNELS PROVIDING VERTICAL SUPPORT.


